
The commands to find & change the IP address, gateway, etc. are: 

 

1. Type: SET, it will give you this message showing the default IP address: 

 

1)  LOCAL IP ADDR :192.168.24.60 

2)  G/W IP ADDR   :131.225.55.200    'Use dots or spaces between numbers' 

3)  SUBNET MASK   :255.255.255.0 

4)  MAC ADDRESS   :92.68.24.21.00.15 

5)  Telnet Port   :5000 (d)          'sockets share cmd buffer' 

6)  Telnet Port   :5001 (d)          'sockets share cmd buffer' 

7)  Telnet Port   :5002 (d)          'sockets share cmd buffer' 

 

8)  Board Serial  :0077 (d)          'board serial number, 'use Save' 

9)  TCP Timeout   :0050 (d)          '16bits, (100uS/bit), 10=1mS 

10) TCP Retry     :0006 (d)          '8bits, TCP Max Retry,(timeout +=Tout^2) 

11) UDP Port      :5009 (d)          'Local UDP port number 

 

   Use cmd 'SET' as SET 3 255.255.255.0 or SET 4 1a.2b.3c.4d.5e.6f 

   Use cmd 'SAVE' when finished.  The next RESET will use this saved setup. 

   To restore defaults, set SerNum=0 (cmd 'SET 8 0'), SAVE, then RESET. 

   Defaults...  will be used while SerNum=0. 

   New Setup... use cmd(s) SET 1-11, SET 8 SerNum!=0, then SAVE, then RESET. 

 

2. Type: SET 1 192.168.24.121 ! for example 

3. Type: SAVE 

 

You will get "FLASH UPDATED" ! means it was changed.  

To check it type: SET, ONLY again, so you will get: 

 

1)  LOCAL IP ADDR :192.168.24.121 

2)  G/W IP ADDR   :131.225.55.200    'Use dots or spaces between numbers' 

3)  SUBNET MASK   :255.255.255.0 

4)  MAC ADDRESS   :92.68.24.21.00.15 

5)  Telnet Port   :5000 (d)          'sockets share cmd buffer' 

6)  Telnet Port   :5001 (d)          'sockets share cmd buffer' 

7)  Telnet Port   :5002 (d)          'sockets share cmd buffer' 

 

8)  Board Serial  :0077 (d)          'board serial number, 'use Save' 

9)  TCP Timeout   :0050 (d)          '16bits, (100uS/bit), 10=1mS 

10) TCP Retry     :0006 (d)          '8bits, TCP Max Retry,(timeout +=Tout^2) 

11) UDP Port      :5009 (d)          'Local UDP port number 

 

   Use cmd 'SET' as SET 3 255.255.255.0 or SET 4 1a.2b.3c.4d.5e.6f 

   Use cmd 'SAVE' when finished.  The next RESET will use this saved setup. 

   To restore defaults, set SerNum=0 (cmd 'SET 8 0'), SAVE, then RESET. 

   Defaults...  will be used while SerNum=0. 

   New Setup... use cmd(s) SET 1-11, SET 8 SerNum!=0, then SAVE, then RESET. 

tel:131.225.55.200
tel:131.225.55.200

